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FIG 6 CSI-RS transmission for three co-operating eNodeBs
(1x - 4 antenna ports , 2x - 2 Antenna ports)
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1
METHOD FOR DETERMINING FEEDBACK
INFORMATION AND CIRCUIT TO PERFORM
SUCH METHOD

FIELD

The present invention relates to mobile communications.
In particular, the invention relates to methods for determining
feedback information and circuits configured to perform such
methods.

BACKGROUND

In a radio communications system, a mobile station may
communicate with multiple base stations and provide feed-
back information to the base stations. Based on the feedback
information, a transmission of data from the base stations to
the mobile station may be adjusted. Methods for determining
feedback information and circuits to perform such methods
constantly have to be improved. In particular, it may be desir-
able to provide feedback information resulting in an
improved communication between a mobile station and a
base station.

BRIEF DESCRIPTION OF THE DRAWINGS

Aspects of the disclosure are made more evident by way of
example in the following detailed description when read in
conjunction with the attached drawing figures, wherein:

FIG. 1A illustrates a radio communications system includ-
ing a mobile station and multiple base stations.

FIG. 1B illustrates a radio communications system includ-
ing a mobile station and multiple base stations.

FIG. 2 is a flow chart that illustrates an exemplary method
for determining a feedback information based on first and
second channel estimates based on signals received from
different base stations.

FIG. 3 illustrates an exemplary circuit configured to deter-
mine a feedback information.

FIG. 4 illustrates a signal pattern which may be used for a
radio communications system including a mobile station and
two base stations, wherein each of the base stations has four
antenna ports.

FIG. 5 illustrates a signal pattern which may be used for a
radio communications system including a mobile station and
two base stations, wherein each of the base stations has four
antenna ports.

FIG. 6 illustrates a signal pattern which may be used for a
radio communications system including a mobile station and
three base stations, wherein one of the base stations has four
antenna ports and each of the remaining two base stations has
two antenna ports.

FIG. 7 illustrates a signal pattern which may be used for a
radio communications system including a mobile station and
three base stations, wherein one of the base stations has four
antenna ports and each of the two remaining base stations has
two antenna ports.

FIG. 8 is a flow chart that illustrates an exemplary method
in which a feedback information is determined based on a
channel matrix.

FIG. 9 illustrates an exemplary circuit configured to deter-
mine a feedback information.

FIG. 10 is a flow chart that illustrates an exemplary method
in which a feedback information is determined based on a
noise power that is based on a resource element which is
muted with respect to a first base station and a second base
station.
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2

FIGS. 11A and 11B are graphs that illustrate the perfor-
mance of a radio communications system including a macro
cell and a pico cell.

FIGS. 12A and 12B are graphs that illustrate the perfor-
mance of a radio communications system including two
macro cells.

DETAILED DESCRIPTION

In the following detailed description, reference is made to
the accompanying drawings, which form a part thereof, and in
which are shown by way of illustration aspects in which the
disclosure may be practiced. It is understood that further
aspects may be utilized and structural or logical changes may
be made without departing from the scope of the present
disclosure. The features of the various exemplary aspects
described herein may be combined with each other, unless
specifically noted otherwise. The following detailed descrip-
tion is therefore not to be taken in a limiting sense and the
scope of the present disclosure is defined by the appended
claims.

As employed in this specification, the terms “coupled”
and/or “connected” are not meant to mean in general that
elements must be directly coupled or connected together.
Intervening elements may be provided between the
“coupled” or “connected” elements. However, although not
restricted to that meaning, the terms “coupled” and/or “con-
nected” may also be understood to optionally disclose an
aspect in which the elements are directly coupled or con-
nected together without intervening elements provided
between the “coupled” or “connected” elements.

As employed in this specification, to the extent that the
terms “include”, “have”, “with” or other variants thereof are
used in either the detailed description or the claims, such
terms are intended to be inclusive in a manner similar to the
term “comprise”. The term “exemplary” is merely meant as
an example, rather than the best or optimal.

Devices in accordance with the disclosure may be imple-
mented in discrete circuits, partially integrated circuits, or
fully integrated circuits. In addition, devices in accordance
with the disclosure may be implemented on a single semicon-
ductor chip or on multiple semiconductor chips connected to
each other. It is understood that components of the specified
devices may be implemented in software or in dedicated
hardware or partially in software and partially in dedicated
hardware.

Devices in accordance with the disclosure may be illus-
trated in form of block diagrams. It is understood that sepa-
rated blocks of such block diagrams do not necessarily relate
to hardware components or software components that need to
be separated in practice. Rather, it may also be possible that a
plurality of such blocks (in the block diagram) may be imple-
mented in the form of a single component (in practice) or that
a single block (in the block diagram) may be implemented in
form of multiple components (in practice).

Block diagrams illustrating methods do not need to neces-
sarily imply a specific chronological order of included
method steps. Rather, indicated method steps may be per-
formed in an arbitrary order, if reasonable from a technical
point of view. Further, one or more method steps may at least
partially be performed at a same time or during a same time
period.

In the following, various methods in accordance with the
disclosure are described. It is understood that each method
may be modified by adding further method steps. In particu-
lar, a method may be extended by one or more method steps
described in connection with a respective other method.
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Additional method steps may also be derived by all further
parts of this specification, unless specifically noted otherwise.
It is understood that specified features of individual methods
may be combined in arbitrary ways resulting in further
aspects which are not explicitly described for the sake of
simplicity.

It is noted that comments made in connection with a
described method may also hold true for a corresponding
circuit or device configured to perform the method and vice
versa. For example, if a specific method step is specified, a
corresponding circuit may include a unit to perform the
described method step, even if such unit is not explicitly
described or illustrated in the figures.

Methods and devices in accordance with the disclosure
may be used in various wireless communication networks,
e.g. CDMA, TDMA, FDMA, OFDMA, SC-FDMA net-
works, etc. A CDMA network may implement a radio tech-
nology such as UTRA, c¢dma2000, etc. UTRA includes
W-CDMA and other CDMA variants. cdma2000 covers
18-2000, IS-95 and IS-856 standards. A TDMA network may
implement GSM and derivatives thereof such as, for example,
EDGE, EGPRS, etc. An OFDMA network may implement
E-UTRA, UMB, IEEE 802.11 (Wi-Fi), IEEE 802.16
(WiMAX), IEEE 802.20, Flash-OFDM®, etc. UTRA and
E-UTRA are part of UMTS. The specified methods and
devices may be used in the framework of Multiple Input
Multiple Output (MIMO). MIMO is a part of wireless com-
munications standards such as IEEE 802.11n (Wi-Fi), 4G,
3GPP LTE, WiMAX and HSPA+.

Radio communications systems (or networks or systems)
as described herein may include one or more receivers as well
as one or more transmitters. A transmitter may comprise a
base station or a transmitting device included in a user’s
device, such as a mobile radio transceiver, a handheld radio
device or any similar device. A receiver may be included in a
mobile radio transceiver or a mobile station. For example, a
mobile station may be represented by a cellular phone, a
smartphone, a tablet PC, a laptop, etc. Circuits as described
herein may be included in such receivers or transceivers.

It is noted that considered base stations may be of arbitrary
type. For example, a base station may be a macro base stations
that may transmit at a high power level of about 5 W to about
40 W, a pico cell, a femto cell or a relay, each of which may
transmit at a lower power level of about 100 mW to about2 W.

Methods and devices in accordance with the disclosure
may utilize feedback information. For example, feedback
information may comprise channel state information (CSI).
In wireless communications, CSI may refer to channel prop-
erties of acommunication link. Such information may specify
how a signal propagates from a transmitter to a receiver and
thereby may represent the combined effect of, for example,
scattering, fading and power decay with distance. CSI may
support link adaptation in order to achieve reliable commu-
nications with high data rates in radio communications sys-
tems. CSI may be estimated at the receiver and may be fed
back to the transmitter in a quantized form.

CSI may include a channel quality indicator (CQI). A CQI
may be based on a measurement of a communication quality
of one or more wireless channels. Hence, a CQI may be a
value (or values) representing a measure of a channel quality
for a given channel. In particular, the term CQI may refer to
information determined at a mobile station as well as to
information determined at a mobile station and fed back to a
base station and processed by the base station. For example, a
high value CQI may be indicative of a channel with high
quality and vice versa. A CQI may be computed by utilizing
values of a Signal-to-Noise Ratio (SNR), Signal-to-Interfer-
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ence plus Noise Ratio (SINR), Signal-to-Noise plus Distor-
tion Ratio (SNDR), a Signal to Leakage plus Noise Ratio
(SNLR), etc., of a channel. Of course, a CQI may depend on
an employed modulation scheme. For example, a communi-
cations system based on CDMA may utilize a different CQI
compared to a communications system utilizing OFDM. In
MIMO and space-time coded systems, a CQI may also
depend on the receiver type.

CSI may include a Precoding Matrix Indicator (PMI).
Methods and devices in accordance with the disclosure may
utilize codebook entries like precoding weights, precoding
vectors, precoding matrices, etc. In radio communications
systems, a precoding scheme may be based on weighting
multiple data streams emitted from the transmit antennas of a
base station with weights that may be chosen to maximize a
signal power at the receiver output, a link throughput, and/or
a sum capacity. In practice, a precoding codebook including
multiple predetermined precoding weights (or precoding vec-
tors or precoding matrices) may be stored in a base station
such that appropriate weights may be chosen from the code-
book based on a Precoding Matrix Indicator (PMI), for
example. It is noted that examples for codebooks, codebook
entries and associated PMI values may be found in 3GPP
standards.

In a radio communications system, different codebooks
may be defined depending on a number of transmit antenna
ports of an employed base station. The codebooks may pro-
vide precoding support for a simultaneous transmission of a
variable number of layers (data streams) to an identical target
mobile station. The PMI may be an index in the codebooks
defined for a given number of transmit antenna ports (e.g. 1,
2,4 1in LTE and up to 8 for LTE-A).

CSI may include a Rank Indicator (RI). A channel RI may
indicate the number of layers and the number of different
signal streams transmitted in a downlink direction. For
example, when using a Single Input Multiple Output (SIMO)
one layer may be utilized. In case of a 2x2 MIMO system with
spatial multiplexing, two layers may be used.

Methods and devices in accordance with the disclosure
may be based on a Coordinated Multi-Point (CoMP) scheme.
In CoMP, multiple signals may be sent from multiple base
stations or radio cells to a mobile station. By coordinating a
transmission among the multiple cells, interference from
other cells may be reduced and the power of the desired
signals may be increased. Details on CoMP schemes may be
specified by 3GPP standards.

Itis noted that the contents of the document “Calculation of
the Spatial Preprocessing and Link Adaption Feedback for
3GPP UMTS/LTE”, in IEEE Proceedings of Wireless
Advanced, 2010 by S. Schwarz, C. Mehlfuehrer and M. Rupp
is included herein by reference.

FIG. 1A illustrates a radio communications system 100A
including a mobile station 1, a first base station 2A and a
second base station 2B. It is understood that the radio com-
munications system 100A may include further mobile sta-
tions and/or further base stations of an arbitrary number. The
radio cell, Cell 1, served by the first base station 2A is indi-
cated by a circle around the first base station 2A, while the
radio cell Cell 2 served by the second base station 2B is
indicated by a circle around the second base station 2B. It is
noted that the terms “base station”, “cell” and “radio cell”
may be used synonymously in this specification. In FIG. 1A,
the mobile station 1 is located at an edge of Cell 1. In such
location, the mobile station 1 may particularly be subject to
interferences between signals broadcast by both base stations
2A and 2B.
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The base stations 2A and 2B may be of a different type or
of a similar type. For example, each of the base stations 2A
and 2B may be a macro cell. In another example, base station
2A may be a femto cell and base station 2B may be a macro
cell. Cell 1 may then be arranged within the boundaries of
Cell 2. In particular, the radio communications system 100A
may be a heterogeneous network. A heterogeneous network
may utilize a mix of diverse base stations deployed in order to
improve a spectral efficiency per unit area. A layered network
deployment may consist of a regular placement of macro base
stations, overlaid with several pico cell, femto cells, and
relays, which typically transmit at lower power levels. The
lower power cells are deployed to eliminate coverage holes in
the macro cells and to improve efficiency in hot spots.

In a heterogeneous network a difference between low and
high power base stations may result in an uneven distribution
of data rates and uneven user experience among mobile sta-
tions located in the network. For example, a pico base station
may be characterized by substantially lower transmit power
compared to a macro base station. Due to a large disparity
between the transmit power levels of the two different base
stations types, the coverage of a pico base station may be
limited compared to that of a macro base station. A larger
coverage of macro base stations may attract more users even
if the base station may not have enough resources to effi-
ciently serve all these mobile stations user terminals. At the
same time, the resources of the smaller power base station
may remain underutilized.

In order to deal with an interference scenario as it may
occur in radio communications system 100A, an interference
management scheme enabling resource coordination among
the base stations 2A and 2B may be employed such that
interferences between signals broadcast by different base sta-
tions may be avoided or exploited. For example, an interfer-
ence management scheme may be based on a CoMP concept.
CoMP may simultaneously support multiple transmission
points to serve mobile devices in high interference areas that
occur between cells (inter-cell).

In an interference management scheme, mobile station 1
may provide feedback information to each of the base stations
2A and 2B. InFIG. 1A, the mobile station 1 feeds back similar
feedback information to the first base station 2A and to the
second base station 2B, as “Stream 1”” and “Stream 1” respec-
tively. An exemplary transmission of such type may be a
CoMP Rank 1 transmission where the mobile station 1 feeds
back a single-cell PMI/CQI/RI. Based on the received feed-
back information, each of the base stations 2A and 2B may
adjust its data transmission.

FIG. 1B illustrates a radio communications system 100B
including a mobile station 1 and two base stations 2A and 2B.
The radio communications system 100B is similar to the
radio communications system 100A of FIG. 1A. Comments
made in connection with FIG. 1A may thus also hold true for
FIG. 1B. In contrast to FIG. 1A, the mobile station 1 transmits
feedback information to the first base station 2A as “Stream
17, which may differ from feedback information transmitted
to the second base station 2B as “Stream 2”. An exemplary
transmission of such type may be a CoMP Rank 2 transmis-
sion where the mobile station 1 feeds back a multi-cell PM1/
CQI/RI.

FIG. 2 is a flow chart that illustrates a method 200 in
accordance with the disclosure including method acts 3 to 7.
At 3, a first signal is received at a circuit from a first base
station. At 4, a second signal is received at the circuit from a
second base station which is different from the first base
station. At 5, a first channel estimate is determined based on
the first signal. At 6, a second channel estimate is determined
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based on the second signal. At 7, feedback information is
determined based on the first channel estimate and based on
the second channel estimate. It is noted that a more detailed
method similar to method 200 is described below.

FIG. 3 illustrates a circuit 300 in accordance with the
disclosure. An operation of the circuit 300 may be read in
connection with the method 200, but is not limited thereto.
The circuit 300 is configured to receive a first signal from a
first base station (corresponding to step 3 of method 200) and
to receive a second signal from a second base station different
from the first base station (corresponding to step 4 of method
200). The signals may be received at one or more antenna
ports 10, for example. The circuit 300 includes a first channel
estimator 8 configured to determine a first channel estimate
based on the first signal (corresponding to step 5 of method
200) and a second channel estimator 9 configured to deter-
mine a second channel estimate based on the second signal
(corresponding to step 6 of method 200). The circuit 300
further includes a unit 11 configured to determine a feedback
information based on the first channel estimate and based on
the second channel estimate (corresponding to step 7 of
method 200). It is noted that a more detailed operation of a
circuit similar to the circuit 300 is described below.

A method for determining feedback information in accor-
dance with the disclosure is described in the following. The
method is similar to method 200 and may be performed by a
circuit similar to circuit 300.

The circuit 300 may receive a signal including data trans-
mitted by a first and second base station, respectively. It is
understood that the circuit 300 may additionally receive data
or signals from further base stations. The circuit 300 may be
included in a mobile station having one or more receive
antennas wherein each of the receive antennas may be
coupled to a respective antenna port 10 of the circuit 300. The
received analog signals may be down-converted to an inter-
mediate band or a baseband. The analog down-converted
signals may be sampled by a sampling unit and converted into
the digital domain by an analog/digital converter. It is noted
that components to perform such steps may particularly be
arranged between the antenna ports 10 and the channel esti-
mators 8 and 9.

For example, a mobile station including the circuit 300
may receive an OFDM signal from N} transmit antennas of
the first base station and from N2, transmit antennas of the
second base station at Ny, receive antennas of the mobile
station. The OFDM signal may be based on an arbitrary
number of K subcarriers labeled with an index k. The received
signal may be forwarded to N, receive antenna ports 10 of
the circuit 300 wherein each antenna port 10 may be assigned
to a respective receive antenna of the mobile station.

For an arbitrary number of N sampling time instants,
labeled by an index n, a down-converted digital baseband
signal y, , for the k-th subcarrier at the n-th time instant may
be expressed by

M

H,,, denotes a channel matrix associated with the subcarrier k
at the time instant n, X, denotes a symbol vector including
symbols transmitted from the base stations and v, , denotes
white, complex-valued Gaussian noise having a variance of
on?. The parameter W, denotes a precoding matrix including
precoding weights that have been used by the first and second
base station to precode the transmitted symbols x, ,. The
index i of'the parameter W, identifies the respective precoding
weights that have been chosen from a codebook W (i.e.
W,e W). Itis noted that an exemplary signal pattern of'a signal
in accordance with equation (1) is illustrated in FIG. 4.

Yiern WX it Vi e
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The channels between the first base station and the circuit
300 may be expressed by a first channel estimate, for example
by a first channel matrix Hkn that may be complex-valued
and may have a dimension of N yxN . Similarly, the chan-
nels between the second base station and the circuit 300 may
be expressed by a second channel estimate, for example by a
second channel matrix H, ,* that may be complex-valued and
may have a dimension of N,y xNy>. The first channel matrix
H, ', and the second channel matrix H, ,* may be determined
by the first channel estimator 8 and the second channel esti-
mator 9. A respective channel estimation may be based on
pilot signals that have been received by the circuit 300 from
the respective base station. For example, the first channel
matrix may be determined based on pilot symbols that have
been transmitted by the first base station. It is understood that
the channel estimation may also be performed in any other
suitable manner.

The channel matrix H, , of equation (1) may be expressed
by

Hy\=(Hy , ), @

where H, , is a matrix that may be complex valued and may

have a dimension of N, x(N' N, 2). For a more general

case of a system including an arbitrary number of N base

stations, the channel matrix H, , may be expressed by
N

)

Hy,=(Hy," . . Hy 3)

having a dimension of

N
Ngrx XZ N7"X'
i=1

It is noted that each of the received symbol vectory, , and
the noise vector v, , may be complex-valued and may have a
dimension of Ng,x1. The symbol vector x;,, may be com-
plex-valued and may have dimension of (NTX +N %1,
Note further that the dimension of the symbol vector x;,, and
the precoding matrix W, may additionally depend on the
number of useful spatial transmission layers L. Fpr example,
Xy € AT*! wherein A denotes a symbol alphabet used by the
considered base station.

In equations (2) and (3), the channel matrices of the coop-
erating base stations are merged into one channel matrix Hy .
In particular, the channel matrix H, , may correspond to a
matrix that is formed by a concatenation of the individual
channel matrices associated with the cooperating base sta-
tions. In a similar manner, the precoding matrix W,, the sym-
bol vector X, , and the noise v, ,, may be merged from param-
eters associated with the respective base stations. For
example, the symbol vector X, ,, may be expressed by

1
[Xk'n ]
Xien = >
- >
X

whereinx, ' and x, ,,> denote the symbol vectors transmitted
by the first and second base station, respectively.

The first base station and the second base station may be
located at different physical locations separated by a certain
distance. In contrast to this, the channel matrix H, , may be
regarded as a channel estimate associated with a single base
station having a number of (N ' +N,2) transmit antennas. It
is noted that determining feedback information based on a
merged channel matrix as described herein thus takes into
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account cross-correlation between the cooperating base sta-
tions by enabling the mobile station to report a joint feedback
information that is determined based on the merged channel
matrix.

The construction of the channel matrix H,, does not
require a distinction as to whether a transmit antenna belongs
to the first base station or the second base station. It is there-
fore possible to reorder (or interchange) the columns of the
matrix H, , in an arbitrary manner. However, it is understood
that the further parameters of equation (1), for example the
precoding matrix W, the symbol vector X, , and the noise
V1. Will also be reordered accordingly.

In this connection, it is noted that the described scheme
does not have to distinguish between the scrambling codes
that have been used by the cooperating base stations. For
example, since the channel matrix can be seen as a model for
a single base station including (N ' +N;?) transmit anten-
nas (in which it does not matter whether a transmit antenna is
actually associated with the first base station or the second
base station), a distinction between scrambling codes used by
the cooperating base stations may be unnecessary. The
described method may therefore be used in a scenario in
which the first signal and the second signal are based on a
same scrambling code, but also in a scenario where the first
signal and the second signal are based on different scrambling
codes. Similarly, the described method may be used in a
scenario in which the first signal and the second signal are
based on a same pseudo-random sequence, but also in a
scenario where the first signal and the second signal are based
on different pseudo-random sequences.

The digital baseband signal y; ,, of equation (1) may be
filtered by a filter (not shown), such as for example a linear
equalizer described by a filter matrix F, . For example, the
filter matrix I, ,, may include filter coefficients that may have
been determined based on a channel estimation. A filtered
symbol vector r; ,, may be expressed by

T =F TenYien 3)

or (using equation (1)) by
P E ot T Wkn e Vi e (6)
The term F, H, ,W, may be expressed by a matrix
Kk,n:F k,nHk,ani 7
of dimension LxL.

Based on the merged channel matrix of equations (2) and
(3), a feedback information in form of a PMI value and an RI
value may be determined. The PMI value may be determined
by maximizing a mutual information for a chosen range of
subcarriers 1 to K and a chosen range of time instants 1 to N.
In a similar fashion a throughput of the system may be maxi-
mized. Denoting the mutual information of a resource ele-
ment (k,n) as I ,, a desired precoding matrix W, (and a PMI
value associated therewith) may be determined according to

®

Since the channel matrix H; ,, may be regarded as a channel
estimate associated with a single base station having a num-
ber of (N ' +N %) transmit antennas, an optimization of the
mutual information according to equation (8) may take into
account precoding matrices W, associated with such systems
including (N, +N %) transmit antennas.
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The mutual information I, ,, of a resource element (k,n)
may be expressed by

L )
I = ) logy(1+ SINRe 1),
1=1

wherein SINR, , ;denotes a post-equalization Signal to Inter-
ference and Noise Ratio associated with the k-th subcarrier,
the n-th time instant and the I-th transmission layer.

The SINR may be expressed by

[Kinll, DI (10)

3 1Kin(l, DE + 025 Finll, i)
i#l i

SINRy 1 =

wherein K, ,(I,i) denotes the I-th row and i-th column of the
matrix K, . In a similar fashion, F, (I,i) denotes the I-th row
and i-th column of the matrix I, ,.

Referring to the above, a PMI value and an R value may be
determined as follows. The first channel estimator 8 and the
second channel estimator 9 may determine channel matrices
H,,' and H, > respectively. The channel matrices H,,," and
H k,nz may be merged to an overall channel matrix H, , accord-
ing to equation (2) or (3). In addition, the noise (plus inter-
ference) power o,> may be determined by the circuit 300 as
well. Determining the noise power o, may be based on one
or more resource elements which may be muted with respect
to the first base station and with respect to the second base
station. This way, the determined noise power does not
include interferences caused by the first and the second base
station. Further details on signal patterns including muted
resource elements are provided in connection with FIGS. 4 to
7. Knowing the values of the channel matrix H, ,,, the noise
power o, and the filter matrix F. ., the mutual information
may be determined for possible precoding matrices and spa-
tial layer numbers (see sum in equation (8)). The precoding
matrix and rank indicator providing the maximum value
according to equation (8) then may correspond to a desired
PMI value and R1 value that may be fed back to a base station.

Besides a PMI value and RI value, further feedback infor-
mation may determined based on a channel matrix con-
structed according to equation (2) or (3). For example, a CQI
may be determined by determining a merged channel matrix
and using the merged channel matrix in an arbitrary scheme to
calculate CQI values, for example the scheme described in the
reference of Schwarz.

The determined feedback information may be transmitted
from the mobile station to the first base station and the second
base station. For this purpose, the circuit 300 may be config-
ured to operate as a transmitter. It is thus understood that the
circuit 300 may include additional components required to
transmit a signal including the feedback information in an
Uplink direction. For example, the circuit 300 may include a
digital/analogue converter for converting digital signals into
analogue signals, an up-conversion mixer for converting the
analogue signals to a radio-frequency band and/or a power
amplifier, etc. The feedback information may be transmitted
to each of the first and second base stations separately. Alter-
natively, one of the first and second base station may operate
as a serving base station. In this case, the feedback informa-
tion may be transmitted to the serving base station, and the
serving base stations may inform or notify the remaining base
station of the feedback information.
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The feedback information may be transmitted to base sta-
tions that provided signals used to determine the feedback
information. However, it is understood that the feedback
information may also be transmitted to and used by base
stations that did not provide signals used to determine the
feedback information. For example, a radio communications
system may include a mobile station a three base stations. The
feedback information may then be determined based on sig-
nals transmitted by only two of the base stations while the
feedback information may be provided to all three base sta-
tions.

FIG. 4 illustrates a signal pattern in a time-frequency rep-
resentation which may be used for performing methods in
accordance with the disclosure. For example, the signal pat-
tern may be employed by an OFDM system including a
mobile station, a first base station and a second base station.
Each of the base stations may have four antenna ports. In FIG.
4, the signal patterns of two subframes of index I and I+N are
illustrated. Further subframes arranged between the two illus-
trated subframes are indicated by dots. The signal pattern of a
subframe is divided into 12 subcarriers and 14 time instants.
The signal pattern thus includes 168 resource elements
wherein a corresponding resource element for a specific sub-
carrier and a specific time instant is represented by a small
square. The resource elements arranged in a same horizontal
row are associated with a same subcarrier labeled by an index
k, while the resource elements arranged in a same vertical
column are associated with a same time instant labeled by an
index n. In the following, the resource element for the k-th
subcarrier and the n-th time instant is denoted as (k,n).

In the subframe of index [+N, the resource elements (2,6),
(2,7),(4,6), (4,7, (8,6), (8,7), (10,6) and (10,7) may be muted
with respect to the first and the second base station. That is, for
the corresponding subcarriers and time instants, the first and
the second base station suppress or stop a transmission of
data. Due to the muting of the indicated resource elements, a
determined noise (plus interference) power thus may not
include interferences between and caused by the two base
stations. It is noted that the positions of the muted resource
elements may be predetermined, but may be chosen in an
arbitrary manner. Signal patterns that may be used for a
similar system, but using a different arrangement of muted
resource elements are described in connection with FIG. 5.

A noise power may be determined based on the muted
resource elements. In FIG. 4, a number of muted resource
elements corresponds to the number of antenna ports, namely
eight. However, in further examples the number of muted
resource elements may not necessarily relate to the number of
antenna ports and/or the number of cooperating base stations.
The number of muted resource elements can be seen as a
system design parameter which may determine an accuracy
of the noise (plus interference) measurement. A common
noise power may be determined based on the muted resource
elements. For example, the common noise power may corre-
spond to a mean of the measured noise plus interference over
all muted resource elements (e.g., in this case eight). In
another example, the common noise power may correspond
to a mean of the measured noise plus interference over a
subset of the muted resource elements. It is noted that the
scheme for determining a common noise power as well as the
decision on which muted resource elements are used for such
determination may be varied and adjusted by the mobile
station, for example depending on the present scenario. The
common noise power may be used in the above specified
scheme for determining feedback information (e.g. as
described in equation (10)).
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A noise power may be determined according to
0,7 =E e ), an

for example, wherein ||*|| denotes a norm, y,,, ..., denotes the
muted resource elements and E(*) denotes an expectation
operatotr.

For the case of a circuit employing noise-whitening it may
also be possible to estimate a noise plus interference covari-
ance matrix R, according to

Ry =EQ msedVmuted D>

wherein H denotes hermitian conjugation. Referring back to
equation (10), an SINR may then be expressed by

12

&1, D a3

S RelL 0"+ > Feadl, D

i#l i

SINRy 1 =

wherein

kk,n =F k;.I:I ke W, 14)

and
H, =R, *Hy . (15)

—1/2

The parameter R,,”"'~ may be expressed by

R, =(chol(R,)™, 16)

wherein chol(*) denotes a Cholesky decomposition.

In addition to the determined noise power, channel matri-
ces Hk,n1 and Hk,n2 associated with the first and second base
station may be determined. Based on the obtained noise
power and the obtained channel matrices, a feedback infor-
mation (e.g. PMI, RI, CQI) may be calculated according to
the above described scheme.

In a subframe of index I, determined feedback information
may be transmitted from the mobile station to the first and the
second base station. For such transmission, resource elements
at predetermined, but arbitrary positions may be used. In FIG.
4, resource elements (4,6), (4,7), (10,6) and (10,7) may be
used for a transmission of feedback information to the first
base station while resource elements (2,6), (2,7), (8,6) and
(8,7) may be used for a transmission of feedback information
to the second base station.

Since the steps of determining the noise power and trans-
mitting the feedback information are arranged in different
subframes, the steps may be delayed with respect to each
other. It is noted that such time delay may not necessarily have
a significant impact for a case of slow changing channel
conditions (e.g. for the case of a mobile station moving at a
speed of about 30 km/h or less).

FIG. 5 illustrates a signal pattern in a time-frequency rep-
resentation which may be used to perform methods in accor-
dance with the disclosure. For example, the signal pattern
may be employed by an OFDM system including a mobile
station, a first base station and a second base station. Each of
the base stations may have four antenna ports. Comments
made in connection with the previously described signal pat-
terns of FIG. 4 may also hold true for FIG. 5.

In FIG. 5, muted resource elements used for determining
the noise power may be arranged in different subframes. Four
muted resource elements (2,6), (2,7), (8,6), and (8,7) may be
arranged in the I-th subframe, and four muted resource ele-
ments (4,6), (4,7), (10,6), and (10,7) may be arranged in the
(I+N)-th subframe. It is understood that an arbitrary different
combination of subframes may be chosen to locate the muted
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resource elements. The resource elements (4,6), (4,7), (10,6)
and (10,7) in the I-th subframe may be used for transmitting
the feedback information from the mobile station to the first
base station. In addition, the resource elements (2,6), (2,7),
(8,6) and (8,7) in the (I+N)-th subframe may be used for
transmitting the feedback information from the mobile sta-
tion to the second base station.

FIG. 6 illustrates a signal pattern in a time-frequency rep-
resentation which may be used to perform methods in accor-
dance with the disclosure. For example, the signal pattern
may be employed by an OFDM system including a mobile
station and three base stations. One of the base stations may
have four antenna ports while each of the remaining two base
stations may have two antenna ports. Comments made in
connection with the previously described signal patterns of
FIGS. 4 and 5 may also hold true for FIG. 6.

In a subframe of index [+N, the resource elements (2,6),
(2,7),(4,6),(4,7),(8,6),(8,7), (10,6) and (10,7) may be muted
with respect to the three base stations. That is, for the corre-
sponding subcarriers and time instants, the base stations sup-
press or stop a transmission of data. Due to the muting at the
indicated resource elements, the determined noise (plus inter-
ference) power thus may not include interferences between
and caused by the three base stations.

In a subframe of index I, determined feedback information
may be transmitted from the mobile station to the three base
stations. In FIG. 6, four resource elements (4,6), (4,7), (10,6)
and (10,7) may be used for transmitting feedback information
to the first base station. Two resource elements (2,6) and (2,7)
may be used for transmitting the feedback information to the
second base station. Further, two resource elements (8,6) and
(8,7) may be used for transmitting the feedback information
to the third base station.

FIG. 7 illustrates a signal pattern in a time-frequency rep-
resentation which may be used to perform methods in accor-
dance with the disclosure. For example, the signal pattern
may be employed by an OFDM system including a mobile
station and three base stations. One of the base stations may
have four antenna ports while each of the remaining two base
stations may have two antenna ports. Comments made in
connection with the previously described signal patterns of
FIGS. 4-6 may also hold true for FIG. 7.

In FIG. 7, muted resource elements used for determining
the noise power may be arranged in different subframes. Four
muted resource elements (2,6), (2,7), (8,6) and (8,7) may be
arranged in the I-th subframe, and four muted resource ele-
ments (4,6), (4,7), (10,6) and (10,7) may be arranged in the
(I+N)-th subframe. Resource elements (4,6), (4,7), (10,6) and
(10,7) used for transmitting feedback information from the
mobile station to the first base stations may be arranged in the
1-th subframe. Resource elements (2,6) and (2,7) used for
transmitting feedback information from the mobile station to
the second base station may be arranged in the (I+N)-th
subframe. In addition, resource elements (8,6) and (8,7) used
for transmitting feedback information from the mobile station
to the third base station may be arranged in the (I+N)-th
subframe

FIG. 8 is a flow chart illustrating a method 800 in accor-
dance with the disclosure including method acts 11 to 14. At
11, first signals are received at R antenna ports of a circuit
from N transmit antennas of a first base station. At 12, second
signals are received at the R antenna ports of the circuit from
M transmit antennas of a second base station which is differ-
ent from the first base station. Here, R=1 and/or Nz=1 and/or
Mz=1. At 13, a channel matrix is determined based on the first
signals and based on the second signals wherein the channel
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matrix corresponds to an Rx(N+M) matrix. At 14, a feedback
information is determined based on the channel matrix.

The comments made in connection with the above-de-
scribed scheme for determining feedback information may
also hold true for method 800. For example, the method step
13 may be based on equation (3), and the method step 14 may
be based on equations (8) to (10).

FIG. 9 illustrates an exemplary circuit 900 in accordance
with the disclosure. An operation of the circuit 900 may be
read in connection with the method 800, but is not limited
thereto. The circuit 900 may include R antenna ports 10
configured to receive first signals from N transmit antennas of
a first base station (corresponding to step 11 of method 800)
and to receive second signals from M transmit antennas of a
second base station different from the first base station (cor-
responding to step 12 of method 800). Here, R=1 and/or N=1
and/or M=z1. The circuit 900 further includes a channel esti-
mator 15 configured to determine a channel matrix based on
the first signals and based on the second signals wherein the
channel matrix corresponds to an Rx(N+M) matrix (corre-
sponding to step 13 of method 800). The circuit 900 further
includes a unit 16 configured to determine a feedback infor-
mation based on the channel matrix (corresponding to step 14
of method 800).

FIG. 10 is a flow chart that illustrates a method 1000 in
accordance with the disclosure including method acts 17 to
20. At 17, a first signal is received at a circuit from a first base
station. At 18, a second signal is received at the circuit from a
second base station which is different than the first base
station. At 19, a noise power is determined based on a
resource element wherein the resource element is muted with
respect to the first base station and with respect to the second
base station. For example, the noise power may be deter-
mined based on a signal pattern similar to any of the signal
patterns described in connection with FIGS. 4 to 7. At 20, a
feedback information is determined based on the noise power.
For example, determining the feedback information may be
based on equations (8) to (10).

FIGS. 11A to 12B are graphs that schematically illustrate
the performance of radio communications systems wherein a
throughput in Mbps is plotted against an SNR in dB. In each
of FIGS. 11A to 12B, lines including small triangles relate to
a throughput in a conventional CoMP system while lines
including small diamonds relate to a throughput in a system
operating in accordance with the disclosure.

FIGS. 11A and 11B relate to different scenarios in a het-
erogeneous network including a macro cell and a pico cell.
The macro cell is a dominating cell transmitting with high
power while the pico cell transmits with a lower power. A pico
mobile station operation in a high cell range expansion of 20
dB (SIR=-20 dB) is expected. As it can be seen from FIGS.
11A and 11B, the network operating in accordance with the
disclosure may outperform the conventional system by 6 to
12 dB depending on the considered SNR region.

FIGS. 12A and 12B relate to a homogenous network
including two macro cells operating in a cooperative mode.
The simulated scenario corresponds to an operating point at
the cell edge where interference noise ratio (I/N) is 20 dB. As
can be seen from FIGS. 12A and 12B, the network operating
in accordance with the disclosure may outperform the con-
ventional system. In addition, the scheme in accordance with
the disclosure provides near constant throughput across the
cell range.

While the disclosure has been illustrated and described
with respect to one or more implementations, alterations and/
or modifications may be made to the illustrated examples
without departing from the spirit and scope of the appended
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claims. Also, techniques, systems, subsystems and methods
described and illustrated in the various aspects may be com-
bined with other techniques, systems, subsystems and meth-
ods without departing from the scope of the present disclo-
sure. Other examples of changes, substitutions and alterations
are ascertainable by one skilled in the art and could be made
without departing from the spirit and scope disclosed herein.

What is claimed is:

1. A method, comprising:

receiving a first signal at a circuit from a first base station;

receiving a second signal at the circuit from a second base
station that is different than the first base station;

determining a first channel estimate based on the first sig-
nal;

determining a second channel estimate based on the second
signal;

determining a noise power based on a resource element,
wherein the resource element is muted with respect to
the first base station and with respect to the second base
station, wherein, for a subcarrier and a time instant asso-
ciated with the resource element, the first base station
suppresses transmission of the first signal and the second
base station suppresses transmission of the second sig-
nal; and

determining a feedback information based on the first
channel estimate, the second channel estimate, and the
noise power, wherein the feedback information is based
at least in part on a cross-correlation between the first
signal and the second signal,

wherein the feedback information is based at least in part
on a signal-to-interference-plus-noise ratio (SINR),
wherein the SINR for a k-th subcarrier, an n-th time
instant, and an I-th transmission layer is given by
SINR,,, ; wherein

|Rentt, O

S ente i + 3 Frntte

i# i

SINRy g =

wherein Kk,n(l,i) is an element in an I-th row and an i-th
column of a matrix IN(k,n, wherein F (1) is an element in an
I-th row and an i-th column of a matrix f¥ 1, that is a function
of a filter matrix I, that represents filter coefficients, and
wherein the matrix K, ,, is a function of the filter matrix I, ,
and a channel matrix that is based on the first signal and based
on the second signal.

2. The method of claim 1, further comprising:

determining the channel matrix based on the first channel

estimate and the second channel estimate, wherein
determining the feedback information is based on the
channel matrix.
3. The method of claim 2, wherein the channel matrix
corresponds to a channel estimate formed by a concatenation
of'the first channel estimate and the second channel estimate.
4. The method of claim 2,
wherein the first signal is received at R antenna ports of the
circuit from N transmit antennas of the first base station,

wherein the second signal is received at the R antenna ports
of the circuit from M transmit antennas of the second
base station, and

wherein the channel matrix corresponds to a matrix with

dimensions Rx(N+M), wherein R, N and M are positive
integers.

5. The method of claim 4, wherein each entry of the chan-
nel matrix corresponds to a channel between a first receive
antenna coupled to a first antenna port of the circuit and a
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transmit antenna of the first base station or between a second
receive antenna coupled to a second antenna port of the circuit
and a transmit antenna of the second base station.

6. The method of claim 1, wherein the resource element
comprises a predetermined position in a two-dimensional
signal pattern of a time-frequency representation.

7. The method of claim 1, wherein the first signal and the
second signal are based on a same scrambling code.

8. The method of claim 1, wherein the first signal and the
second signal are based on different scrambling codes.

9. The method of claim 1, further comprising:

transmitting the feedback information in an Uplink direc-

tion.

10. The method of claim 9, further comprising:

transmitting the feedback information to a serving base

station; and

transmitting the feedback information from the serving

base station to at least one of the first base station and the
second base station.

11. The method of claim 1, wherein the feedback informa-
tion comprises at least one of a Precoding Matrix Indicator, a
Rank Indicator, and a Channel Quality Indicator.

12. The method of claim 1, wherein the feedback informa-
tion is determined to maximize at least one of a throughput
and a mutual information.

13. The method of claim 1, wherein the circuit is comprised
within a mobile station.

14. A circuit, comprising:

one or more antenna ports configured to receive a first

signal from a first base station and to receive a second
signal from a second base station that is different than
the first base station;

a first channel estimator configured to determine a first

channel estimate based on the first signal;

a second channel estimator configured to determine a sec-

ond channel estimate based on the second signal; and
a unit configured to determine a noise power based on a
resource element, wherein the resource element is
muted with respect to the first base station and with
respect to the second base station, wherein, for a subcar-
rier and a time instant associated with the resource ele-
ment, the first base station suppresses transmission of
the first signal and the second base station suppresses
transmission of the second signal, and wherein the unit is
further configured to determine a feedback information
based on the first channel estimate, the second channel
estimate, and the noise power, wherein the feedback
information is based at least in part on a cross-correla-
tion between the first signal and the second signal,

wherein the feedback information is based at least in part
on a signal-to-interference-plus-noise ratio (SINR),
wherein the SINR for a k-th subcarrier, an n-th time
instant, and an I-th transmission layer is given by
SINR, ,, ;, wherein

&, D

DlRentt o + 3 Fntt, D
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SINR ,,y =

wherein Kk,n(l,i) is an element in an I-th row and an i-th
column of a matrix IN(k,n, wherein .(L,1) is an element in an
I-th row and an i-th column of a matrix lN?k,n that is a function
of a filter matrix I, , that re resents filter coefficients and
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wherein the matrix IN(k,n is a function of the filter matrix I, ,
and a channel matrix that is based on the first signal and based
on the second signal.
15. The circuit of claim 14,
wherein the circuit is configured to determine a channel
matrix based on the first channel estimate and based on
the second channel estimate,
wherein the first signal is received at R antenna ports of the
circuit from N transmit antennas of the first base station,
wherein the second signal is received at the R antenna ports
of the circuit from M transmit antennas of the second
base station,
wherein the channel matrix corresponds to a matrix with
dimensions Rx(N+M), and
wherein the feedback information is based on the channel
matrix, wherein R, N and M are positive integers.
16. A method, comprising:
receiving first signals at R antenna ports of a circuit from N
transmit antennas of a first base station;
receiving second signals at the R antenna ports of the
circuit from M transmit antennas of a second base sta-
tion that is different than the first base station;
determining a channel matrix based on the first signals and
based on the second signals, wherein the channel matrix
corresponds to a matrix with dimensions Rx(N+M),
wherein R, N and M are positive integers;
determining a noise power based on a resource element,
wherein the resource element is muted with respect to
the first base station and with respect to the second base
station, wherein, for a subcarrier and a time instant asso-
ciated with the resource element, the first base station
suppresses transmission of the first signal and the second
base station suppresses transmission of the second sig-
nal; and
determining a feedback information based on the channel
matrix and the noise power, wherein the feedback infor-
mation is based at least in part on a cross-correlation
between the first signals and the second signals,
wherein the feedback information is based at least in part
on a signal-to-interference-plus-noise ratio (SINR),
wherein the SINR for a k-th subcarrier, an n-th time
instant, and an I-th transmission layer is given by
SINR,,, ; wherein

|Rentt, O
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wherein Kk,n(l,i) is_an element in an I-th row and an i-th
column of a matrix K, ,, wherein I, (L,i) is an element in an
I-th row and an i-th column of a matrix F 1, that is a function
of a filter matrix I, , that represents filter coefficients, and
wherein the matrix K, ,, is a function of the filter matrix I, ,
and the channel matrix that is based on the first signals and
based on the second signals.

17. A circuit, comprising:

R antenna ports configured to receive first signals from N
transmit antennas of a first base station and to receive
second signals from M transmit antennas of a second
base station that is different than the first base station,
wherein R, N and M are positive integers;

a channel estimator configured to determine a channel
matrix based on the first signals and based on the second
signals, wherein the channel matrix corresponds to a
matrix with dimensions Rx(N+M); and

a unit configured to determine a noise power based on a
resource element, wherein the resource element is
muted with respect to the first base station and with
respect to the second base station, wherein, for a subcar-
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rier and a time instant associated with the resource ele-
ment, the first base station suppresses transmission of
the first signal and the second base station suppresses
transmission of the second signal, and

wherein the unit is further configured to determine a feed-
back information based on the channel matrix and the
noise power, wherein the feedback information is based
at least in part on a cross-correlation between the first
signals and the second signals,

wherein the feedback information is based at least in part
on a signal-to-interference-plus-noise ratio (SINR),
wherein the SINR for a k-th subcarrier, an n-th time
instant and an I-th transmission layer is given by
SINR, ,, ;, wherein
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wherein Kk,n(l,i) is an element in an I-th row and an i-th
column of a matrix K ,,, wherein I, (1,1) is an element
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in an I-th row and an i-th column of a matrix 1, that is
a function of a filter matrix F, , that re resents filter
coefficients and wherein the matrix IN(k,n is a function of
the filter matrix F, ,, and the channel matrix that is based
on the first signals and based on the second signals.

18. The circuit of claim 17, wherein the matrix Kkn
defined as K, ,=f, M, W, wherein [,,-R, -12H,
wherein W, is a precodlng matnx wherein R, ™" 2*(chol
RN Whereln chol(R,) is a Cholesky decomposmon ofa
noise plus interference covariance matrix R,,, and wherein
H,,, is the channel matrix that is based on the first signals and
based on the second signals.

19. The circuit of claim 17, wherein the resource element is
one of N+M resource elements that are muted with respect to
the first base station and with respect to the second base
station, wherein, for each of the N+M resource elements, the
first base station suppresses transmission of the first signal
and the second base station suppresses transmission of the
second signal for an associated subcarrier and an associated
time instant associated with that resource element.
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